[image: image1.jpg]STEP 1: UPPER FRANE, E
LAY OUT CORNER JOINTS (No,07) AND H3

AND CONNECT WITH HORIZONTAL FRAME
PIECES (Nos, 3 & 4)
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STEP 2: ASSEMBLE TOP FRAME H
CONNECT BARS OF RIDGE (No.1 & No.2)
WITH CENTRAL CONNECTING PIECE AND
CORNER JOINTS No, 7.

CONNECT UPRIGHTS No.,5 TO CORNER
JOINTS
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STEP 3: PULL THE COVER TIGHTLY OVER THE
ASSEMBLED TOP FRAME

. STEP 5: FINAL ASSEMBLY
T eR FRAMEAND INSERTLEG PULL PAVILION COVER TIGHTLY OVER

g WHOLE FRAME AND ATTACH HOOKS ONTO
THE UPPER HOLES OF LEG PIECE No.6.

AS FABRIC LOOSENS MOVE HOOKS TO
NEXT POSITION
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[image: image2.jpg]MODEL NO.: PC 5
INSTRUCTIONS FOR PAVILION TENT

PARTS LIST

BEFORE ASSEMBLING THE TENT, CHECK ALL THE PARTS ARE PRESENT

AND ARE UNDAMAGED

ITEM: DESCRIPTION OF PART WITH COLOUR AND NUMBER:
01 FRAME TUBE GREEN 4
02 FRAME TUBE RED/YELLOW 4
03 FRAME TUBE BLUE 8
04 FRAME TUBE YELLOW 4
05 FRAME TUBE RED 4
06 FRAME TUBE BLACK 4
07 PLASTIC CORNER JOINT 4
08 PLASTIC TOP CORNER JOINT 1
09 COVER 1
10 GROUND PEGS 4
1 PLASTIC BASE PLATES 4

ASSEMBLY INSTRUCTIONS

1. FIND A LEVEL SURFACE

2. FIT THE ROOF STRUCTURE IN ACCORDANCE WITH THE
DRAWING. Nos 1,2,3 & 4

3. HANG THE POLYETHYLENE CANVAS OVER THE ROOF
STRUCTURE

4. INSTALL THE LEGS (5/6) INCLUDING THE BASE PLATES

5. TENSION THE CANVAS BY HOOKING INTO THE HOLES IN THE
LEGS No 6

CAUTION

NEVER USE A NAKED FLAME IN OR NEAR
YOUR TENT
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